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■ Overview

SITRANS LU10 is an ultrasonic long-range level monitor for 
liquids and solids, offering 10-point monitoring in a single unit. 

Handheld programmer shown is an accessory and must be ordered 
separately.

■ Benefits

• Ten point, long-range level monitoring
• Automatic level-to-volume conversion for standard or custom 

tank shapes
• Dolphin Plus compatible
• Backlit LCD display with reading in standard engineering units
• Easy to install, easy to program using removable infrared 

keypad (optional)

■ Application

It can be used in a wide range of applications to scan liquids, 
solids or a combination of both contained in vessels of differing 
size, shape, and configuration up to 60 m (200 ft).

SITRANS LU10 uses ultrasonic technology to measure level, 
space, distance, volume, or average/differential. Transducers 
can be mounted up to 365 m (1 200 ft) from the monitor. 
The SITRANS LU10 features patented Sonic Intelligence echo 
processing software for superior reliability. Readings are 
displayed in user-selectable linear engineering units on the LCD.
• Key Applications: chemical storage, liquid storage, 

bulk solids storage (sugar, flour bins, grains, cereals), 
plastic pellets, tank farms 
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■ Technical specifications
Mode of operation

Measuring principle Ultrasonic level measurement

Measuring range Max. 0.3 ... 60 m (1 ... 200 ft)

Measuring points Max. 10

Output

Ultrasonic transducer EchoMax series, 
ST-H transducers

Relays SPDT Form C relays, rated 5 A at 
250 V AC, resistive load 

mA output SITRANS LU A0 module (option): 
0/4 ... 20 mA, optically isolated

• Max. load 750 Ω, isolated

• Resolution 0.1 % of range

Accuracy

Error in measurement 0.25 % of range or 6 mm 
(0.24 inch), whichever is greater

Resolution 0.1% of measuring range or 
2 mm (0.08 inch), 
whichever is greater

Temperature compensation -50 ... +150 °C (-58 ... +302 °F)
• Integral temperature sensor 
• External TS-3 temperature 

sensor (expandable to 10 inputs 
with optional TIB-9 card) 

• Programmable fixed 
temperature 

Rated operating conditions

Ambient conditions

Ambient temperature for enclosure -20 ... +50 °C (-4 ... +122 °F)

Design

Weight 2.7 kg (6 lb)

Material (enclosure) Polycarbonate

Degree of protection (wall mount) IP65/Type 4X/NEMA 4X

Electrical connection

Ultrasonic transducer RG62-A/U coaxial cable with 
low capacitance

Signal transmission 2-core copper conductor, twisted, 
shielded, 0.5 ... 0.75 mm² 
(22 ... 18 AWG), Belden 8760 or 
equivalent is acceptable

Electrical connection and 
relay connection 

Copper conductor according to 
local requirements,
rated 250 V 5 A

Synchronization Up to 16 LU10 units can be 
synchronized together

Power supply 100/115/200/230 V AC ± 15 %, 
50/60 Hz, 31 VA

Displays and controls 51 x 127 mm (2 x 5 inch) 
graphics LCD with backlighting

Memory EEPROM (non-volatile), 
no backup battery required

Programming Using removable programmer 
(ordered separately) or 
Dolphin Plus (option)

Certificates and approvals • CE, C-TICK, FM, CSAUS/C, 
ATEX II 3D 

• Lloyd's register of Shipping
(Categories ENV1, ENV2, ENV3 
and ENV5) 

Options

Expansion card TIB-9, increases the number of 
TS-3 inputs from 1 ... 10

• External temperature sensor TS-3
• Communications • Dolphin Plus: Siemens Windows-

compatible interface and Com-
Verter link (infrared) 

• I/O devices • Max. 3 I/O devices per 
SITRANS LU10 

• SITRANS LU AO analog output 
module (max. 1)  
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1) Available with enclosure option 1 only
2) Available with enclosure option 2 only

Selection and Ordering data Article No.

SITRANS LU10
Ten point ultrasonic long-range level monitoring 
system for liquids and solids applications, 
and ranges up to 60 m (200 ft).

7ML5007-

77777 - 77

Input voltage
100/115, 200/230 V AC, selectable 1

Feature software
Standard A

Application software
Standard A

Data communications
No module (SmartLinx ready) 0

TIB-9 temperature card
None 0
With TIB-9 card 1

Enclosure
Wall mount 1
Wall mount, drilled, 12 x M20 x1.5 for cable glands
Note: Cable glands are not included and should be 
ordered as a separate line on the order.

2

Approvals
CE, CSAUS/C, FM1) A
ATEX II 3D1) B

CE, C-TICK2) D

Selection and Ordering data Order code

Further designs
Please add "-Z" to Article No. and specify Order 
code(s).

Stainless steel tag [69 x 50 mm (2.71 x 1.97 inch)]: 
Measuring-point number/identification
(max. 27 characters) specify in plain text

Y15

Operating Instructions Article No.

English 7ML1998-5AN02

French 7ML1998-5AN12

German 7ML1998-5AN32

Accessories
Handheld programmer 7ML1830-2AN

Tag, stainless steel, 12 x 45 mm (0.47 x 1.77 inch), 
one text line, suitable for enclosures 

7ML1930-1AC

Temperature Card TIB 9-card 7ML1830-1CN

M20 cable gland kit (6 M20 cable glands,
6 M20 nuts, 3 stop plugs)

7ML1830-1GM

M20 cable gland kit (4 M20 cable glands, 
4 M20 nuts, 4 washers)

7ML1930-1FV

TS-3 Temperature Sensor - see TS-3 on page 4/337

Sunshield kit, 304 stainless steel 7ML1930-1GA

Spare parts
Card, mother main, AC, comm ready 7ML1830-1ML

Card, daughter, comm ready 7ML1830-1LY

Card, display
See SmartLinx product page 4/337 for 
more information.

7ML1830-1LQ
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■ Dimensional drawings

SITRANS LU10, dimensions in mm (inch)

■ Schematics

SITRANS LU10 connections

Mounting hole
4.3 (0.17) diameter
access under lid
(4 places)

Suitable location for conduit entrances. Use
water-tight conduit hubs to maintain enclosure 
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Peripheral
communication

Note 3

Note 2Note 1
To transducers (10 max.) RG62-A/U 

coax, 365 m / transducer max.

transducers

Notes:
1. Transducer cables must be run in a grounded metal conduit separate from other wiring (except TS-3 temperature sensor wiring, if 

applicable). 
2. Optional TIB-9 card for multiple temperature sensors. Do not jump the terminals if TS-3s are not used.
3. The SITRANS LU10 is compatible with the following Siemens Milltronics peripherals:  

- SITRANS LU AO -  analog output module

Temp.
sensor

w
hi

te
/s

hi
el

d
bl

ac
k

w
hi

te
/s

hi
el

d
bl

ac
k

w
hi

te
/s

hi
el

d
bl

ac
k

w
hi

te
/s

hi
el

d
bl

ac
k

w
hi

te
/s

hi
el

d

bl
ac

k

w
hi

te
/s

hi
el

d
bl

ac
k

w
hi

te
/s

hi
el

d
bl

ac
k

w
hi

te
/s

hi
el

d
bl

ac
k

w
hi

te
/s

hi
el

d
bl

ac
k

V
P12

S
Y

N
C L2/N L1

TX RX

41 42 43 44 45 46 47 48 49 50 51 521 2

1 2 9 10

3 4 18 19 20 21 22 23 24

2

2

3 9 10

3 9 10

25 26 36 37 38 39 40
1 2 1 2

© Siemens AG 2014



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /DEU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [651.969 850.394]
>> setpagedevice


